Cabinet Accessories

POWER DISTRIBUTION UNITS

Description
Ergonomic 19” standard equipment:
- Power distribution unit designed for the 19” standard
- Body made of natural anodized aluminum
- Extremely compact solution
Safety factor:
- Products comply with standard of the country in which it is used
- Use of high-quality plastic materials:
  - Fire-resistant
  - Halogen free
  - Insensitive to ultra violet rays

Technical data
Voltage rating 125 V/230 V AC
Maximum current 10A/16A
Cable specification 3x0.0015 in² x 8.2 ft / 0.0023 in² x 6.6 ft (3x1 mm² x 2.5 m/1.5 mm² x 2 m)

Ordering
<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>149APDU6W-1.8</td>
<td>6 way power distribution unit without main switch, 1.8m-length, 19”</td>
</tr>
<tr>
<td>149APDU6S-1.8</td>
<td>6 way power distribution unit with main switch, 1.8m-length, 19”</td>
</tr>
<tr>
<td>149APDU6S-3</td>
<td>6 way power distribution unit with main switch, 3.0m length cable, 19”</td>
</tr>
<tr>
<td>149APDU10V-3</td>
<td>10 way power distribution unit with main switch, 3.0m length cable, Vertical mounting</td>
</tr>
<tr>
<td>149APDU12V-3</td>
<td>12 way power distribution unit with main switch, 3.0m length cable, Vertical mounting</td>
</tr>
</tbody>
</table>

INDUSTRIAL TYPE
<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>149APINT616-3</td>
<td>6 way power distribution industrial type 16A, with 3 mts cable</td>
</tr>
<tr>
<td>149APINT632-3</td>
<td>6 way power distribution industrial type 32A, with 3 mts cable</td>
</tr>
</tbody>
</table>

FAN UNITS

Fan unit, top, 4 fans
Dimensions: 380 x 380 mm (15”x15”)
Fan unit with fixing set for mounting in a cabinet.
Designed for installation in the top or the bottom panel of cabinets CB, depth 800 (31.5”), 600 (23.6”) and 450 mm (17.7”). Model CFP-44 is fitted with four fans.

Surface finish:
Surface is painted with powder paints (textured). Cabinets painted in RAL 7035 (grey) or RAL 9005 (black) are available at the storehouse or can be manufactured shortly. Application of any other color must be confirmed with Sales Department.

Technical data for individual fan
Nominal voltage 230 V
Frequency 50 Hz
Nominal power rating 15 W
Nominal current 0.24 A
Speed 2 600 rev/min
Suppression level 37 dB
Static pressure 75 Pa
Air capacity 162 m³/h (5716.6 ft³/h)
Min service life 50 000 h - Dimensions 119 x 119 x 38 mm (4.7”x4.7”x1.5”)

Ordering
<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>149AF1</td>
<td>Fan unit for wall mounted cabinet</td>
</tr>
<tr>
<td>149AF2</td>
<td>Fan unit, top, 2 fans</td>
</tr>
</tbody>
</table>

B-10